
Airport StackBuilding

01. DESCRIPTION
The Simple Mast consists in a 4 meters pole that can be 

fixed, provided with braces, or tiltable. 2 mounting frames 

in “U” enable an easy and quick installation. In its standard 

version, the mast is in galvanized steel painted in white 

color.

It is provided with a stainless steel wind vane to be installed 

at the top of the mast. The wind vane support is equipped 

with two auto-lubricated Teflon rings to allow its rotation. 

This system is very resistant to wear phenomena, and 

doesn’t require any maintenance, therefore offering an 

exceptional long life time. Three diameters of wind vanes 

are available with their suitable windsocks.

02. MODELS

AIRPORT EQUIPMENT
SIMPLE WIND DIRECTION INDICATOR
4 METERS

MECHANICAL

Height 4 meters

Tiltable part Fixed or tiltable

Protection Galvanized steel

Paint White

Mounting In « U »

Wind vane 30 / 40 / 50 cm

Braces 3 x 120°

Anchorage Block 600 x 600 x 800 mm

ENVIRONMENTAL

Humidity 100%

Frost -60°C

Wind speed 240 Km/h

CERTIFICATIONS

FAA Compliant

Quality ISO 9001 ; 2015

Warranty 1 year

REFERENCE WIND VANE 
DIAMETER TILTABLE FIXED

MASBG30 30 cm

MASBG40 40 cm

MASBG50 50 cm

MASFG30 30 cm

MASFG40 40 cm

MASFG50 50 cm

03. CHARACTERISTICS

DIMENSIONS

Pylon

svillani


